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4.2 RECORDING MENU
The RECORDING menu allows you to preview or  
�G�H�O�H�W�H���V�D�Y�H�G���V�O�H�V�����<�R�X���F�D�Q���D�O�V�R���I�R�U�P�D�W���W�K�H���P�H�P�R�U�\�� 
�L�I���Q�H�F�H�V�V�D�U�\�����)�R�U�P�D�W�W�L�Q�J���Z�L�O�O���H�U�D�V�H���D�O�O���V�O�H�V���I�U�R�P��
the unit.
�<�R�X���F�D�Q���S�U�H�Y�L�H�Z���V�O�H�V�����S�O�D�\�����G�H�O�H�W�H���R�U���I�R�U�P�D�W���W�K�H�� 
memory. You cannot be connected to a PC when 
using this function. To exit, push and hold B2.

4.3 COMPASS
Press to adjust the compass appearance. You can  
select to hide or show a simple (degrees only) 
compass.
Select the CALIBRATE menu and then rotate the  
device in all directions to calibrate the compass. 
When done, it will show SUCCESS. To exit, push and 
hold B2 for 3 seconds. If the device shows “Failed”, 
you must perform the process again until you see 
“Success”. The compass will then be calibrated.

4.4 SETTINGS MENU
•	Factory Reset

Resets the camera to factory defaults.

4.5 ABOUT MENU
This menu shows the software versions of the 
unit, core serial number, and the sensor ID.
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PRODUCT QUESTIONS
sales @armasight.com
 
TECHNICAL SUPPORT
support @armasight.com
 
CONNECT WITH US
[888] 504-ARMA

www.armasight.com


